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4" Electric submersible motors



INT4
By using the most advanced design and
manufacturing technologies SUMOTO has
introduced model "INT4" Submersible Motor
which is a New Series of 4" Water Filled
Motors for Deep Well Pumps.
These canned type motors have all the
necessary features to assure reliability,
durability and efficient operation.

Applications
Built for coupling with submersible multistage
high and low axial thrust 4" pumps for clean
water deep wells.

Available models
Single-phase CSCRversion, capacitor start- ~
capacitor run type from 0,37 kW up to 2,2 kW,
220/230 Volt 60 Hz. Thrust load 3000 N.
Three-phase version from 0,37 kW up to
2,2 kW,220-380 Volt 60 Hz. Thrust load 3000 N.
Three-phase version from 0,37 kW up to 2,2 kW,
220-380 Volt 60 Hz. Thrust load 3000 N.
High thrust type, 6500 N, from 3,00 kW up to
5,5 kW 220/380/460, 60 Hz.
Special voltages available on request.

Performance data. V

- \A~. TechicaldataforINT4Motors
~\J .Type Thrust Load Weiaht H kW H In I la RPM COS0 CalCn EFFo/cCR F CS,uF I s F.V N Kg mm p Amp o,u. .
Q) INT4M 050 8,1 276 0,37 0,5 3,5 13,3 3410 0,98 2,73 49 16 36-43 1,6
~ ~ INT4M 075 9,1 296 0,55 0,75 4,4 19,8 3430 0,97 2,49 58 20 72-86 1,5

i5: ~ INT4M 100 3000 10,1 326 0,75 1 5,9 28,7 3455 0,94 2,8 61 25 88-106 1,4
-5,~ INT4M150 11,8 360 1,1 1,5 8,1 34,1 3440 0,96 2,04 64 30 88-106 1,3
~~ INT4M200 13,7 411 1,5 2 10,245,03430 0,98 2,09 68 35 130-1531,25

INT4M 300 16,4 486 2,2 3 15,3 63,6 3415 0,97 2 68 40 189-227 1,15
<, 'INT4T 050 7,8 261 0,37 0,5 1,3 6,3 3425 0,76 2,52 54 1,6

INT4T 075 8,1 276 0,55 0,75 2,1 11,2 3460 0,65 3,35 60 1,5

3! N INT4T 100 3000 91 296 0,75 1 2,7 15,7 3460 0,66 3,35 65 1,4
~E INT4T150 101 326 11 15 3,4 21,2 3450 0,71 3,14 70 1,3
r;~ INT4T200 1n 360 15 2 45 274 3450 0,72 3,15 71 1,25
~ g INT4T300 138 411 22 3 62 423 3430 0,72 4 76 1,15
I- M INT4T4515.54 8,153,03420 .0:78. 79711.15

5 6500 ;555,5$,5 10 57,9 3420 0,77 38 791>,1$
e675,5 .5.5.7l5:1;5,5 86,6321-600:75 ~772J,J5'

INT4T050 78 261 037 05 2,3 11 0 3425 076 2,52 54 1,6
INT4T 075 81 276 0,55 075 3,7 194 3460 0,65 3,35 60 1,5

3! N INT4T 100 3000 91 296 0,75 1 4,6 260 3460 066 3,35 65 1,4 J
~E INT4T150 101 326 1,1 15 5,9 3673450 071 3,14 70 1,31-
r;~ INT4T200 11,9 360 1,5 2, 7,8 47,4 3450 0,72 3,15 71 1,25

~~ INT4T300 411 2,2 3 10,7

111
73,1 3430 0,72 3,14 76 1,15

I- 1'II.14T4UU.

~ 414,191,70,782.797:11715
~55() 65004$;5 0:1"Z1;:88 >79 1.15
~ - ~ 1& ~ ~(),7$.2,4Z72 ~

...

Magnetic analisis for winding performance optimising

Operating Limits
Maximum allowable rating voltage fluctuation:!: 6%.
Maximum deep head - 100 mt.
Maximum motor starting per hour 30.
Liquid for use - Clean water (ph 6,5 to 8).
Water well temperature range - 0 to 30°C with
minimum flow rate speed of 0,08 m/s.
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