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Model DN
Manual type

Parallel
Alternate type

Autdnﬁatic type




B Applications
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* Kitchen use

* Purification

* Rain & spring

tank drainage drainage
B Features
* Free-flow * Built-in motor  « No water
structure protection leakage to
(unclogged device motor
impeller: (mechanical
conical strainer) seal)
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* DNA model
automatic op-
eration alone

* Automatic-al-
ternating oper-
ation with DNA
and DNJ
models

* Q.D.C lop-
tional) for sim-
ple main-
tenance

B Selection charts

* Industrial drain

50Hz [Synchronous speed: 3000min-1]
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60Hz [Synchronous speed: 3600min~1]
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Capacity:m3/min
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B Standard specifications

Liquid Limitation Sump and Effluent
Maximum water temp. 40°C for Model DN, DNA
32°C for Model DNJ
Maximum Spherical Solid Below strainer hole dia.
Vi (Refer to dimensions)
Speed 3000min~*/50Hz, 3600 min~'/60 Hz
Materials Casing Castiron
Impeller Castiron
Wi Shaft 403 stainless steel M
Construction Seal Double mechanical seal
Impeller Type Semi-open, non-clog
Bearing Prelubricated bearing
Motor Type Air-filled watertight
Insulation class E
~____Motor protection Built-in overload protection
Accessories [Standard]
Cast iron companion flange
Submersible cable
6m....0.25kW ~ 1.5kW
10m....2.2, 3.7 kW
[Optional]
Quick discharge connector
Control panel
Float switch
Symbols
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i Phase S: Single

No mark: Three

L Motor output: kW \
| b————H2550H;
6:60Hz
—_— — Model
DN:  Manual type
| DNA: Automatic type
L DNJ: Parallel Alternate type
———Size: mm

Any one indicated as 65
(80) can be used in either
65mm or 80mm,

. |
)

i l Model DN

.. Manual type

Model DNA
Automatic type

6 ‘“ams

Impeller

Model DNJ
Parallel Alternate type







EBARA BENGUET, INC.
Canlubang Industrial Estate
Cabuyao 4025, Laguna, Philippines
P.O.Box 3461 MCPO 1274 Makati
Tel.: (02) 832-6230, (02) 6800-6037

(02) 832-8891, (049) 549-1806
Email : pumpsales@ebaraphilippines.com
Website : www.ebaraphilippines.com




